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J0YM0RE-7A/7B is a kind ofmedium to high end customized machine roomless elevator. It takes the 

sha� space as the leading, customizes diversified solu�ons, perfectly combines the prac�cality and 

aesthe�cs of the space, and creates a pleasant experience when taking  elevators. In addi�on, it 

greatly reduces the space occupied by the sha� and uses a simple, safe and efficient installa�on 

method to save civil engineering and installa�on �me, bringing more commercial value to the building. 

Enjoy Comfortable Life

Applicable Scenario 

Residence Hotel Complex Hospital Office

Coverage

Rated Load 

1.75m/s

2.0m/s

2.5m/s

3.0m/s

1.0m/s

400kg 450kg 550kg 630kg 800kg 1050kg

Rated Speed Travel Height

75m

90m

110m

130m

45m

1150kg 1350kg 1600kg 2000kg 2500kg



0403

JOYMORE-7A / 7B
Machine-roomless Passenger Elevator

Driven by flexibility, safety, and environmental amity, 
a harmonious, comfortable, and convenient life with elevator is built.

Flexible Layout Simplifed Design

Accurate / Comfortable

Contactless magne�c induc�on principle. 
The elevator can change speed without 
noise and vibra�on,and the effect of sta�c 
room is 20% higher than that of the 
na�onal standard. People can sleep in the 
bedroom separated from the elevator wall. 

Noise reduc�on

Increase the motor's shock absorp�on, 
reduce the vibra�on and noise generated 
by the motor, and bring a comfortable 
when taking elevator experience. 

Shock absorp�on

Air anion purifica�on device can realize the 
car deodoriza�on, steriliza�on, disinfec�on, 
and care for your healthy life (op�onal) .

Purifica�on

Op�mize the elevator structure. There are 
no obstacles when customers enjoy the 
beau�ful scenery in the sightseeing cabin, 
bringing a be�er sightseeing feeling. 

Beauty

30%

Sha� u�liza�on rate is 

up to 58.06%

J0YM0RE-7A/7B adopts a more flexible 
design, and it can adapt to all kinds of 
sha�s with extreme width and depth. The 
minimum clear depth of the sha� can be 
1300mm, and the minimum clear width of 
the sha� can be 1520mm. The u�liza�on 
rate of the sha� is up to 58.06%, which 
makes it easy to meet the needs of the 
sha� with the elevator. 

A flexible layout makes J0YM0RE-7A/7B 
further improve the u�liza�on rate of the 
sha� and give the car a more spacious and 
comfortable space. 

Sha� width≥1520

sha� plan (7A) 

sh
a�
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ep

th
≥1

3
0

0

sha� plan (7A) 

Adop�ng full modular design, no scaffold needed, 
and the installa�on efficiency increased by more 
than 30%. The generaliza�on rate of parts is up to 
95%, which makes the elevator installa�on and 
maintenance more standardized and simplified. 

Installa�on efficiency 

improves by
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Detailed Safety Features
Intelligent Technology 

New Experience

Real-�me monitoring of brake can prevent 
the failure of brake and ensure the safety 
of elevator stopping. 

Brake Detec�on Switch

Prevent the car from moving accidentally 
and ensure the safety of passengers. 

UCMP Protec�on Device

Real �me monitoring of the whole process. 
When the trac�on rope is loose, the 
elevator will stop running immediately to 
prevent accidents. 

Trac�on Rope An�-loose 
Detec�on Device 

24-hour real-�me monitoring of the elevator status; 
self-developed patented control system can achieve 
remote assistance debugging. 

All Weather Coverage of IoT(Op�onal)

Monitor car condi�ons in real-�me and protect 
passenger safety to a greater extent. 

AI Iden�fica�on Monitoring(Op�onal)

When the power is suddenly cut off during the 
opera�on of the elevator, ARD device will react 
quickly and drive the elevator to the nearest floor at 
low speed to evacuate passengers. 

ARD Device(Op�onal)

Contactless Calling Elevator(Op�onal)

Voice, QR code, gesture, body sensa�on and other 
methods can be used to call the elevator to make it safer. 

To create an exclusive elevator experience, passengers 
can directly reach the des�na�on floor through the VIP 
card. 

Intelligent Iden�fica�on System(Op�onal)



Energy Regenera�on System(Op�onal)

When the electric energy from the motor is input into the 
power grid or used by other electrical equipment, the 
energy can be saved by more than 30%. 

Standby Energy Saving Technology

Without receiving any opera�on instruc�ons, the elevator 
will enter standby energy-saving mode within the 
predetermined �me a�er closing the door, and turn off the 
ligh�ng and fan in the car. 

Level-A Energy Efficiency Cer�fica�on
Joymore-7A/7B passes TUV elevator energy efficiency 
cer�fica�on and obtains an A-level energy efficiency 
cer�ficate.

0807

Environmental Protec�on
Energy-saving 
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COP

Ceiling

Car Wall

Car Door

Floor

COP34-00 (Hairline stainless steel / plexiglass / white dot matrix display) 

C19-00 (Hairline stainless steel / LED ceiling light) 

CW03-20 (Hairline stainless steel (side wall, back wall is divided into 3 pieces, 
big in the middle, small on both sides) 

L01-00 (Hairline stainless steel)
�������������������
F01-00 (Wear-proof PVC)

CAR75-11

Note: Trap door can be available on C19 ceiling

Standard Configura�on
The pictures are for your reference only. Details shall be subject to physical objects or consult the 
IFE sales representa�ve.
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COP

Ceiling

Car Wall

Car Door

Floor

COP39-01 (Mirror stainless steel / plexiglass / white dot matrix display) 

C19-00 (Hairline stainless steel / LED ceiling light) 

CW03-07 
Front wall: Mirror Stainless Steel
Side  wall: Two sides Mirror Stainless Steel/ Middle Hairline Stainless Steel
Rear  wall: Two sides Mirror Stainless Steel/ Middle Hairline Stainless Steel  
 
L01-00 (Hairline stainless steel)

F01-00 (Wear-proof PVC)

CAR75-09

Note: Trap door can be available on C19 ceiling

Op�onal Configura�on
The pictures are for your reference only. Details shall be subject to physical objects or consult the 
IFE sales representa�ve.
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CAR404CAR99-10

COP

 Ceiling

Car Wall

Car Door

Floor

COP31-04 (Gold �tanium mirror stainless steel)

C100 (Baked opal paint with steel plate +Decora�ve ceiling lamp +LED ceiling light+Hidden lamp tape)

CAR500
Front wall: Gold �tanium mirror stainless steel
Side wall: Two sides:  Gold �tanium mirror stainless steel + Middle: Gold �tanium mirror stainless steel
Rear wall: Two sides:Gold  �tanium Hairline stainless steel + Middle: Gold  Natural marble honeycomb aluminum

L01-02 (Gold �tanium mirror stainless steel) 

F200 (Marble)  

COP

 Ceiling

Car Wall

Car Door

Floor

COP39-02 (Gold �tanium hairline stainless steel panel)

C19-10 (Hairline Stainless Steel+LED ceiling light) 

CAR404
Front wall: Gold �tanium hairline stainless steel
Side wall: Two sides:  Gold �tanium hairline stainless steel + Middle: Gold �tanium mirror  stainless steel
Rear wall: Two sides:Gold  �tanium hairline stainless steel + Middle:Gold �tanium mirror  stainless steel    

L01-03 (Gold �tanium hairline stainless steel)

F01-07 (Wear-proof PVC) 

Op�onal Configura�on

The pictures are for your reference only. Details shall be subject to physical objects or consult the IFE sales representa�ve.

Op�onal Configura�on

The pictures are for your reference only. Details shall be subject to physical objects or consult the IFE sales representa�ve.
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CAR80-02 CAR99-08

Op�onal Configura�on

The pictures are for your reference only. Details shall be subject to physical objects or consult the IFE sales representa�ve.

Op�onal Configura�on

The pictures are for your reference only. Details shall be subject to physical objects or consult the IFE sales representa�ve.

COP

 Ceiling

Car Wall

Car Door

Floor

COP34-00 (Hairline Stainless Steel+ plexiglass + dot-matrix display in white 

C99-09 (hairline stainless steel +LEDceiling light+mirror stainless steel etching) 

CW01-05
Front wall: hairline stainless steel
Side wall: Two sides: hairline stainless steel + Middle: mirror  stainless steel etching
Rear wall: Two sides: hairline stainless steel + Middle: mirror  stainless steel etching.)   

L01-00  (Hairline Stainless Steel)  

F01-00 (Wear-proof PVC) 

COP

 Ceiling

Car Wall

Car Door

Floor

C0P11 (Bronze hairline stainless steel)

C401 (Black �tanium mirror stainless steel + panel light)

CW99-02
Front wall:Bronze hairline stainless steel
Side wall: Two sides: Bronze hairline stainless steel + Middle: Black �tanium mirror stainless steel
Rear wall: Two sides: Bronze hairline stainless steel + Middle: Black �tanium mirror etching stainless steel  

L01-01 (mirror stainless steel)

F01-11 (Wear-proof PVC)
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Decora�on configura�on

COP (Standard & 0p�onal) 

Dot-matrix display Liquid Crystal Display

B13C series bu�on is not available for braille configura�on

Standard

Display

Bu�on

COP34-00

B12C-00

Hairline SS.
+ plexiglass

dot matrix in 
white

Panel

HOP (Dot-matrix Display)

Decora�on configura�on

Op�on 1 COP39-00

Hairline SS.  
+ plexiglassPanel

Display

Bu�on B13C-02

dot matrix 
in white

Op�on 2 COP39-01 (Mirror SS.)

COP34-01 (Mirror SS.)

COP34-02 (Gold �tanium hairline SS.)

COP34-03 (Gold �tanium mirror SS.)

Op�on 3

Op�on 4

Op�on 5

Op�on 2 COP46-00

Hairline SS.  
+ plexiglassPanel

Display

Bu�on B12C-00

7-inch picture LCD 
(Ver�cal display) 

Op�on1 COP35-00

Hairline SS.  
+ plexiglassPanel

Display

Bu�on B12C-00

White Segment 
LCD

Op�on 1 COP35-01 (Mirror SS.)

COP35-02 (Gold �tanium hairline SS.)

COP35-03 (Gold �tanium mirror SS.)

Op�on 2

Op�on 3

Op�on2 
(Parallel circuit) 

HOP39-00

Hairline SS. + plexiglassPanel

Display

Bu�on B12H-00

dot matrix in white

Liquid Crystal Display(Opt.)

Type HOP38-00

Hairline SS. + plexiglassPanel

Display

Bu�on B12H-00

White segment LCD

Op�on 3 HOP37-01 (Mirror SS. + plexiglass)

HOP37-02 (Gold �tanium mirror SS. + plexiglass)

HOP39-01 (Mirror SS. + plexiglass)

HOP39-02 (Gold �tanium mirror SS. + plexiglass)

HOP41-01 (Mirror SS. + plexiglass)

Op�on 4

Op�on 5

Op�on 6

Op�on 7

B13H series bu�on is not available for braille configura�on

Op�on 1 HOP38-01 (Mirror SS. + plexiglass）
HOP38-02 (Gold �tanium Mirror SS + plexiglass)Op�on 2

Standard HOP37-00

Hairline SS. + plexiglassPanel

Display

Bu�on B12H-00

dot matrix in white 

Op�on1 HOP41-00

Hairline SS. + plexiglassPanel

Display

Bu�on B13H-02

dot matrix in white
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Decora�on configura�on

Landing door+Door jamb (Standard & 0p�onal) 

Material: Wear-proof PVC Material: Wear-proof PVC

Material: Wear-proof PVC Material: Wear-proof PVC

Material: Wear-proof PVC Material: Wear-proof PVC

Decora�on configura�on

Floor (Standard & 0p�onal) 

F01-00 Standard F01-01 Op�on

F01-04 Op�onF01-03 Op�on

F01-07 Op�onF01-05 Op�on

Landing Door Std. L01-00

LDJ01-00

Hairline SS.

 Door jamb Hairline SS.Std. 

Steel plate pain�ng color card 

Ma�e grey (PANTONG5295U) 

Landing Door Opt. L02-02

LDJ01-00

Mirror  SS. etching 

 Door jamb Hairline SS.Std. 

Landing Door Opt. L04-00

LDJ01-00

Hairline SS. + glass  

 Door jamb Hairline SS.Std. 

Landing Door Opt. L02-08

LDJ01-00

Mirror  SS. etching 

 Door jamb Hairline SS.Std. 

Note: It's only for the first floor configura�on. Please consult IFE sales representa�ve for other floors.
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Decora�on configura�on

Ceiling (Standard & 0p�onal) 

Decora�on configura�on

Handrail (Standard & 0p�onal) 

Op�on 1 H01-00 Hairline SS.

Op�on 2 H01-01 Mirror SS.

Op�on 3 H01-02 Gold �tanium mirror SS.

Op�on 4 H05-00 Hairline SS.

Op�on 5 H05-01 Mirror SS.

Op�on 6 H05-02  �tanium mirror SS.

Op�on 7 H06-00

Black walnut wood cylinder + mirror SS. bracket

Op�on 8 H06-01

Black walnut wood cylinder + Titanium mirror SS.
bracket 

Car Display(op�onal)

LCDP070 
Picture liquid crystal display 
Display size: 7 inch 

Standard C19-00

Hairline SS. + LED ceiling light

Op�on 1 C28-00

Hairline SS. + PC transparent plate + LED ceiling light 

Op�on 2 C99-09

Hairline SS. + LED ceiling light + Mirror SS. Etching 
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Machine Roomless Passenger Elevator Technical Specifica�on 

JOYMORE-7A

NO. Specifica�on

Capacit（y kg）

Speed(m/s)

Oper�on system

Driving system

Door Operate 
System

Trac�on system

Control system

Communita�on

Parallel Elevators

Group Control 
Elevator

Car Specifica�on 
(mm)(W*D*H)

Door size(mm) 
(W*H)

Single door sha� 
size(mm) (W*D)

Dual door sha� 
size(mm) (W*D)

Car Specifica�on 
(mm)(W*D*H)

Door size(mm) 
(W*H)

Sha� size(mm)
 (W*D)

Travel Height (m)

Trac�on Machine 
Posi�on

Overhead Height 
(mm)

Pit Depth 
(mm)

Car
1

Car
2

in the sha�

Full Collec�ve Selec�on Opera�on  

VWF Drive

VWF Frequency conversion machine

Permanent magnet synchronous gearless type

CTRL80/CTRL71(Operta�on)

Serial communica�on

2 units (Op�onal)

3-8 units (Op�onal)

Machine Roomless Passenger 
Elevator Sha� Diagram 

Sha� Sec�on Drawing

Note : 1.380V,50Hz, 3- phase 5- wire, zero wire and ground separated, grounding resistance<4Ω 
2. Car depth>2100mm is used for specified applica�on, such as stretcher delivery in evacua�on occasions. 
3. Car height is “2420mm”. It refers to the height from floor to ceiling. Car height may vary due to different types of ceilings. 
When opening the dual door, seal plate should be added at the pit.
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Floor a�er decora�on

Floor a�er decora�on

Floor a�er decora�on

Sha� Plan Layout

sha� width(SW) sha� depth(SD)

≥1150kg CA+850 CB+400

For details, see the corresponding layout drawing 
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1100*1100*2420
Car Specifica�on 
(mm)(W*D*H)

Door size(mm) 
(W*H)

Single door sha� 
size(mm) (W*D)

Dual door sha� 
size(mm) (W*D)

Car Specifica�on 
(mm)(W*D*H)

Door size(mm) 
(W*H)

Sha� size(mm)
 (W*D)

Car
1

Car
2

Note : 1.380V,50Hz, 3- phase 5- wire, zero wire and ground separated, grounding resistance<4Ω 
2. Car depth>2100mm is used for specified applica�on, such as stretcher delivery in evacua�on occasions. 
3. Car height is “2420mm”. It refers to the height from floor to ceiling. Car height may vary due to different types of ceilings. 
When opening the dual door, seal plate should be added at the pit.

NO. Specifica�on

Capacit（y kg）

Speed(m/s)

Oper�on system

Driving system

Door Operate 
System

Trac�on system

Control system

Communita�on

Parallel Elevators

Group Control 
Elevator

Travel Height (m)

Trac�on Machine 
Posi�on

Overhead Height 
(mm)

Pit Depth 
(mm)

Sha� Sec�on Drawing

Sha� Plan Layout

Door Width JJ 

Car Width CA

Sha� Width SW
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Floor a�er decora�on

Floor a�er decora�on

Floor a�er decora�on

Machine Roomless Passenger 
Elevator Sha� Diagram 

Machine Roomless Passenger Elevator Technical Specifica�on 

JOYMORE-7B

sha� width(SW) sha� depth(SD)

≥1150kg CA+850 CB+400

For details, see the corresponding layout drawing 
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